ZC-€0:(ss-UJUj) NOIlVUna « S£LlttZlSll-Q\3D • 00C8€ZZ:SINa • 8Z/9-=ftlXd3-01dSn:aAS , [«U|X pjepue^ ujajseg] Wd w:SE^ IV OAD« » 9/G 30Vd 

> } 

AMENDMENT AND RESPONSE UNDER 37 CFR § 1.11 1 Page 2 

Serial Number 10/695.547 Diet: INSL-Ot 10CN 

Filing Dale: October 28, 2003 

Tide: Devices. Systems and Methods for Patient In fusion » 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application. 
Listing of Claims: 
Claims 1-90 (canceled). 

Claim 91 (new). A system for delivering a fluid to a patient, comprising: 

a) a fluid delivery device for attachment to a skin surface of a patient and 
including, 

an exit port assembly adapted to connect to a transcutaneous patient access 
tool, 

a dispenser for causing fluid from a reservoir to flow to the exit port 
assembly, 

a local processor connected to the dispenser and programmed to cause a 
flow of fluid to the exit port assembly based at least in part on 
received flow instructions, and further programmed to provide 
flow information, 

a wireless receiver connected to the local processor for receiving the flow 
instructions and delivering the flow instructions to the local 
processor, 

a wireless transmitter connected to the local processor for transmitting the 

flow information from the local processor, and 
a housing containing the exit port assembly, the dispenser, the local 

processor, the wireless receiver, and the wireless transmitter, 
wherein the housing is free of user input components for providing flow 

instructions to the local processor; and 

b) a remote control device separate from the fluid delivery device and 
including, 

user input components for receiving user inputs, 

user output components for providing user outputs, 

a remote processor connected to the user input components and 

programmed to provide the flow instructions based on the user 



UNO) ZZ'LZ'iZ Ll-USOQZ 



9 jo z ©6ed ouuojeiAj zoy JQ 'o± 



AMENDMENT AND RESPONSE UNDER 37 CFR §1.111 

Serial Number 107695,547 
Filing Date: October 28, 2003 

Title: PevTCcs^Systenis and Methods for Patient Infusion 



Page 3 

Dirt: INSL-01I0CN 



inputs, and connected to the user output components to provide 
user outputs based upon the flow information, 
a wireless transmitter connected to the remote processor for transmitting 
the flow instructions to the receiver of the fluid delivery device, 
and 

a wireless receiver connected to the remote processor for receiving the 

flow information from the transmitter of the fluid delivery device. 
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